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GXW4216/4224/4232/4248

Technical Specifications

Telephone Interfaces

GEXWA2T64224/4232; 16724/32 x RJ11 FXS ports & 1/1/2 50-pin Telco connectors
GXW424B; 2 50-pin Telco connectors

Network Interfaces 1 % 10M/1 00M 000Mbps auto-sensing RJ45 part
LED indicators LAN Link, LAN Activity, Connaction Par Telaphonea Port
LCD display Backiit 126x32 araphic LCD display with support for multiple languages

Volce-over-Packet Capabllities

Window based camier grade line echo cancellation, dynamic fitter buffer,
modem detection & auto-switch to G.711

Voice Compression

G711, G723, B.726 (40432/24/16), G728 AB, ILBC

Fax over IP

T.38 compliant Group 3 Fax Retay up o 14 4kpbs and auto-switch to . 711 for Fax Pass-through,
Feoe data pump VT, V21, METter, V.28 for T.38 fax relay

Telephony Feature

Caller ID display or block, call waiting, blind or attended call transfer, call forward,
do not disturt, 3-way conferance, last call ratum, paging, massage waiting indicatar
LED (NEON LED) support and stutter tone, auto dial

QoS

DiffSery, TOS, BOZ.1PIQ VLAN tagging

Network Protocols

TCRIUDR. RTR/RTCF, HTTRMHTTRES, ARF, ICMF, DNS, DHCF, NTR. TFTF.
TELNET, PPEGE, STUN, LLBP (pending)

DTMF Mathod

Flexlble DTMF transmission methods including In-audio, RFG2833, andior SIP INFQ

Signaiing

SIP {RFC 3281) over UDPTCPITLS

SIP Servar Profiles &
Accounts Par Systam

4 distinct SIP server profiles par systam and independent SIP account per telaphone port

Provisioning

TETE HT TR, HTTFS, TROGS

Security

SHTP, TLSISIPS, HTTPS, 802.1x

Management

Syslog, HTTPS, Web browser, vaice prompt, TR-069

Universal Power Supply

GXWA232/4224/4216: Output: 12VDC, 5A; Input; 100 - 240VAC, 50 ~ 60Hz
GRW4248: Output! 24VDC, 6. 25A; Input 100 ~240WAC, 50 ~ 60Hz

Environmental

Operating: §°C = 40°C; Storage: -20°C ~ 6§0°C; Humidity: 10%;, — 80% (non-cendensing)

Electrical Protection

Over-volage and over-current protection (ITU-T Recommendation K.21, Basic Test Level)

Physical

Unit dirnension: 440mm (L) x 255mm (W) x ddmm (H) (1U) (GXW4248)
440mm (L) x 185mm (W) x 44mm (H) (1U) (GXW4216/4224/4232)
Unit weight: 3.21KG; Package weight: 4 31KG (GXW4248)

2EIKG, 3 EBKG (GXWaz32)
2.57KG; 262KG (GXW4224)
2,39KG, 3.48KG (GXW4216)

Mounting

Desktop and rack mount with front brackets

Short & Long Haul

2 REN, up 1o 15000 on 24 AWG wire

Caller ID

Bellcore Type 182, ETS|, BT, NTT,-and DTMF-based CID

Disconnect Methods

Busy Tone, Polanty Revarsal! Wink, Loop Curmrent

Compliance

FCC: Pant 15 (CFR 47) Class B

CE: ENG5022 Class B, EN55024, EMNE1000-3-2, EN61000-3-3, ENE0SS0-1, RoHS
C-TICK: ASINZS CISPR 22 Class B, AS/NES CISPR 24, AS/NZS 60850

ITU-T K.21 (Basic Test Levell; UL 60850 (power adapter)
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